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DANCE FACTORY STAGEPLOT – not to scale  (
Dance Factory minimum technical specification performance requirements 

Mixing Console

· 24 channels minimum

· Phantom power is required – switchable per channel if possible

· Each channel should have at a minimum 4-band EQ with sweepable mid-range and a low pass filter
Signal Processing

· Stereo 31 (minimum) band graphic EQ inserted over main output

· Compressors on all vocal and horn channels

· Reverb on all vocal and horn channels
Stage Monitoring (mixed from FOH or side)

· An absolute minimum of SIX monitor mixes are needed

· Six high-quality wedges, matching models 

· Matching model amplifiers

· Minimum 31-band graphic EQ
Monitor Mixes

Monitor
Name

Location




1

Bob

Keys – one wedge

2

Tina

Lead Vocals - one wedge, has in-ear

3

Brent

Drums (uses stereo wired Shure in-ear monitors – no wedge needed, but needs XLR for mix)

4

Horns
Horns - two wedges, same mix

5

Dave

Guitar – one wedge

6

Scott

Bass – one wedge

Stage Setup

16’ X 24’ Typical elevated stage with stairs for access on both sides. AC stage power should be made available to: keyboards,  guitar, bass, horns (for wireless set-ups)

DANCE FACTORY CHANNEL/INPUT MAP
Channel

Description


Helpful Information

1


Kick

2


Snare

3


Hat

4


Rack Tom #1

5


Rack Tom #2

6


Floor Tom 

7


Drum Overhead

8


Drum Overhead

9


Bass Guitar


Needs DI box (probably)

10


Guitar

11


Keys



Needs DI box

12


Alto Sax


Has own wireless mic.

13


Trumpet


Has own wireless mic.

14


Keys Vocal


Has own boom mic. Stand, but needs a mic.

15


Guitar Vocal

Mic. needs to be on a boom stand

16


Lead Vocal


Has wireless in-ear monitor and mic.




  BASS


(SCOTT)


DI #9








KICK       


SNARE  


HAT


TOM                     has in-ear monitor


TOM


FLOOR


OH#1


OH#2


Mic’s  #1-8





DRUMS


(BRENT)





LEAD VOCALS (TINA )


VOCAL MIC   #17





Mix 3





Alto SAX





XLR  #12


HAS OWN


W/L MIC


In ear


monitor








Mix 1 1





GUITAR


(DAVE )


VOCAL Mic #16


#10 - Guitar








TRUMPET


XLR #14
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